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GENERAL NOTES

1. THE SITE SHOWN HEREON IS PART OF PARCEL 121/27 AS SHOWN ON ASSESSMENT AND
TAXATION PLAT #3457-X RECORDED AMONG THE RECORDS OF OFFICE OF THE SURVEYOR

OF THE DISTRICT OF COLUMBIA

2. BOUNDARY INFORMATION SHOWN HEREON WAS OBTAINED FROM OFFICIAL DISTRICT
RECORDS AND VERIFIED IN THE FIELD IN SO FAR AS POSSIBLE. PROPERTY LINE
DIMENSIONS FROM OFFICIAL RECORDS MAY NOT NECESSARILY AGREE WITH ACTUAL
MEASURED DIMENSIONS. ALL PROPERTY LINES IN THE DISTRICT OF COLUMBIA
ARE SUBJECT TO CORRECTION BY THE OFFICE OF THE SURVEYOR. A FULL BOUNDARY
SURVEY FOR THE TRACT LINES OF PARCEL 121/27 WAS NOT PERFORMED.

3. HORIZONTAL DATUM FOR THIS SURVEY, INCLUDING COORDINATES AND BEARINGS THAT MAY
BE SHOWN, IS REFERENCED TO THE GRID MERIDIAN ESTABLISHED IN THE MARYLAND
COORDINATE SYSTEM NAD83(2011) AND OBTAINED FROM GPS SURVEY REFERENCED

TO THE LEICA SMARTNET (RTK/RTN) NETWORK.

4. ELEVATIONS AND CONTOURS SHOWN HEREON ARE BASED IN THE NORTH AMERICAN DATUM
OF 1988 (NAVD88) AS AS ESTABLISHED BY GPS SURVEY AND VERIFIED IN THE FIELD
(WITH APPROPRIATE CONVERSIONS) TO DC BENCHMARKS AND OTHER ONSITE CONTROL BY

OTHERS FOUND.

5. INDICATIONS OF UTILITY SERVICES SHOWN HEREON ARE BY ABOVE GROUND EVIDENCE
ONLY. NO UNDERGROUND DESIGNATION WAS PERFORMED FOR THIS SURVEY. PROVIDED
PLANS WERE USED TO CONNECT SOME STORM AND SANITARY SEWER SYSTEMS.

6. THIS SURVEY WAS PREPARED WITHOUT THE BENEFIT OF A TITLE REPORT WHICH MAY
UNCOVER EASEMENTS OR OTHER RESTRICTIONS OF RECORD AFFECTING THE SUBJECT

SITE.

7. NO INFORMATION FOR AN ESTABLISHED RIGHT OF WAY FOR 1ST STREET ALONG THE

WESTERN BOUNDARY WAS FOUND.

8. THE CONTRACTOR SHALL NOTIFY "MISS UTILITY" 1-800-257-7777
AT LEAST FIVE 5 WORKING DAYS PRIOR TO STARTING ANY WORK.

9. OBSTRUCTIONS SHOWN ON THIS DRAWING ARE FOR THE CONVENIENCE OF THE
CONTRACTOR ONLY. KCI TECHNOLOGIES, INC. DOES NOT WARRANT OR
GUARANTEE THE CORRECTNESS OR THE COMPLETENESS OF THE INFORMATION
GIVEN. THE CONTRACTOR MUST VERIFY ALL SUCH INFORMATION TO HIS OWN
SATISFACTION. IN THE EVENT THAT INFORMATION IS IN CONFLICT WITH INFORMATION
OUTLINED, THE CONTRACTOR SHALL IMMEDIATELY BRING IT TO THE ATTENTION OF

THE ARCHITECT PRIOR TO STARTING ANY WORK.

10. CONTRACTOR SHALL VERIFY LOCATION AND ELEVATION OF EXISTING UTILITIES SHOWN
HEREON BEFORE STARTING ANY WORK ON THESE PLANS. CONTRACTOR AGREES TO
BE FULLY RESPONSIBLE FOR THE COST OF ANY AND ALL DAMAGES WHICH OCCUR
AS A RESULT OF A FAILURE TO EXACTLY LOCATE AND PRESERVE ANY AND ALL

EXISTING UTILITIES TO REMAIN.

11. ALL WORK SHALL BE ACCOMPLISHED IN ACCORDANCE WITH THE CONTRACT

DOCUMENTS.

12. CONTRACTOR SHALL ADJUST ALL FRAMES, GRATES AND COVERS OF ALL EXISTING
UTILITIES WITHIN THE LIMITS OF THE CONTRACT TO THE PROPOSED GRADES AS

REQUIRED.

13. THE CONTRACTOR SHALL MAINTAIN POSITIVE DRAINAGE AWAY FROM STRUCTURES AT

ALL TIMES.

14. CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL EXISTING MECHANICAL AND
ELECTRICAL EQUIPMENT AND ACCESSORIES NOT REMOVED BY LOCAL UTILITY
COMPANIES, OR SPECIFIED TO BE REMOVED BY OWNER.

15. CONTRACTOR SHALL INSTALL SEDIMENT CONTROLS PRIOR TO BEGINNING ANY
WORK AND MAINTAIN SEDIMENT CONTROLS THROUGHOUT THE ENTIRE DURATION

OF DEMOLITION AND CONSTRUCTION ACTIVITIES.

16. ALL EXCAVATION SHALL BE BACKFILLED IN ACCORDANCE WITH THE PROJECT
SPECIFICATIONS. IN THE EVENT THAT A PORTION OF A UTILITY IS TO BE
REMOVED THE CONTRACTOR SHALL TERMINATE AND CAP TO THE LIMITS
INDICATED IN ACCORDANCE WITH ALL STATE AND LOCAL REQUIREMENTS.

17. IT SHALL BE DISTINCTLY UNDERSTOOD THAT FAILURE TO MENTION SPECIFICALLY
ANY WORK WHICH WOULD NORMALLY BE REQUIRED TO COMPLETE THIS
PROJECT SHALL NOT RELIEVE THE CONTRACTOR OF HIS RESPONSIBILITY TO

COMPLETE SUCH WORK.

18. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO NOTIFY THE
ENGINEER OF ANY DEVIATION FROM THIS PLAN PRIOR TO ANY CHANGE BEING
MADE. ANY DEVIATION FROM THIS PLAN WITHOUT WRITTEN AUTHORIZATION
FROM THE ENGINEER WILL BE THE RESPONSIBILITY OF THE CONTRACTOR.

19. SHOULD THE CONTRACTOR DISCOVER DISCREPANCIES BETWEEN THE PLANS
AND FIELD CONDITIONS, THE ENGINEER IS TO BE NOTIFIED IMMEDIATELY TO
RESOLVE THE SITUATION. SHOULD THE CONTRACTOR MAKE FIELD CORRECTIONS
OR ADJUSTMENTS WITHOUT NOTIFYING THE ENGINEER, THEN THE CONTRACTOR
ASSUMES ALL RESPONSIBILITY FOR THOSE CHANGES

20. CONTRACTOR SHALL INSTALL A TEMPORARY CONSTRUCTION FENCE AROUND THE
CONSTRUCTION AREA WHILE MAINTAINING ACCESS TO THE ADJACENT PUBLIC

SIDEWALKS AND DRIVEWAYS.

21. CONTRACTOR SHALL SECURE THE CONSTRUCTION AREA AT THE END OF EACH
WORKING DAY AND WILL INSPECT THE SECURITY FENCING TO INSURE ITS

INTEGRITY.

22. ALL CONSTRUCTION DEBRIS WILL BE REMOVED FROM THE SITE AND TAKEN TO
AN APPROVED, PERMITTED DISPOSAL FACILITY. NO RUBBLE IS TO BE LEFT ON

SITE.

23. CONTRACTOR SHALL INSPECT AND TAKE PICTURES OF ADJACENT BUILDING WALLS
PRIOR TO THE COMMENCEMENT OF ANY DEMOLITION ON THE SITE. EXISTING

WALL CRACKS (IF ANY) WILL BE NOTED.

24, CONTRACTOR SHALL CONTINUALLY MONITOR THE WALLS OF THE ADJACENT
BUILDINGS FOR ANY SIGNS OF STRUCTURAL DISTRESS. IF ANY DISTRESS IS
NOTED, CONTRACTOR SHALL STOP WORK IMMEDIATELY AND NOTIFY OWNER.

25. CONTRACTOR SHALL NOT EXPOSE, UNDERMINE, OR IMPACT THE ZONE OF
INFLUENCE FOR FOOTINGS AND FOUNDATIONS OF ADJACENT BUILDINGS.
CONTRACTOR WILL BE RESPONSIBLE FOR THE COST TO REPAIR ADJACENT
BUILDINGS THAT ARE DAMAGED DUE TO HIS OPERATION.

26. CONTRACTOR SHALL PROVIDE THE NECESSARY MEANS TO CONTROL DUST AND
MAINTAIN DISTRICT OF COLUMBIA AIR QUALITY STANDARDS DURING THE DEMOLITION
AND REMOVAL OF BUILDING DEBRIS AND THE NEW CONSTRUCTION.

27. CONTRACTOR SHALL SAWCUT EXISTING PAVING TO MINIMIZE DAMAGE TO EXISTING

PAVING REMAINING.

28. CONTRACTOR SHALL REMOVE EXISTING CURBS & CONCRETE WALKS TO THE
NEAREST JOINT. NO PATCHING WILL BE PERMITTED.

29. CONTRACTOR SHALL VERIFY LOCATION AND ELEVATION OF EXISTING UTILITIES
SHOWN HEREON BEFORE STARTING ANY WORK ON THESE PLANS. CONTRACTOR
SHALL BE FULLY RESPONSIBLE FOR THE COST OF ANY AND ALL DAMAGES
WHICH OCCUR AS A RESULT OF A FAILURE TO EXACTLY LOCATED AND
PRESERVE ANY AND ALL EXISTING UTILITIES TO REMAIN.

30. TEMPORARY CONSTRUCTION FENCING SHALL REMAIN IN PLACE UNTIL THE

COMPLETION OF THE PROJECT.

N 460,500

E 1,308,800

KCI#3 A

E 1,308,800

N 460,100

CONC. C. & G.

KCI#4

EX.SD

)

EX. SD I
MH

as

»
o
~

leTHIN 1ST SyEET, N.W

N 00°02'03" E
(p/o NORTH 1689.81' LINE PER RECORD)

1ST STREET N.W.
NO WIDTH OR RIGHT OF WAY INFORMATION FOUND

429.56' TO PK NAIL FOUND ON LINE
/
CONC.C. &G.

=

D) SD
EX. 18" RCP

SD SD —®&— SD

> EX.DSD \SD /%MH > T EX. SD AN
Ry % % s i %
NICY “IRVING STREET, N.W. Y

-
\%% 160' PER RECORD, SEE TRANSFER OF JURISDICTION PLAT IN N
“\SUBDIVISION BOOK 136 PAGE 54

SD 5 SD SD
\g&

EX. INLET

sD SD SD Sb—®—— SD
EX. 18" RCP AN EX. SD

790

EX. INLET

“1®]

EX. CONCRETE WALK

|
[©] - - R (@] -

- —

_ 48T 488 — — ®MHet? -

RIM-188.58 __—
il

EX. CONC. WALK

EXISTING MULTI-LEVEL
PARKING STRUCTURE

/ 327 PARKING SPACES

(4) 5" SCH. 80 EXISTING
COMMUNICATION
DUCT BANK

GENERATOR ON PAD
TRANSFORMER ON PAD

(4) 5" SCH. 80 EXISTING %
COMMUNICATION
DUCT BANK &

SC(2) —KCI#1

— BOLLARD
LIGHT GE
(TYP) &

EX. CONC. /
“ WALK

MANHOLE
RIM-193.79

EX. I7LE_T3°>

TNE

O
E E oo E

&
L g /
4 Vs
EX

E X E L
/
/
< A22rep 4
D SD

SD

© ©

0 B ASPHALT PARKING LO} /
e «
EX. §" WATER, p Wiy \< / g % y 1
ELECTRIC Z | g 4
Ea E N E E E /E

Q- : sb SD SD SD s
/ % /H/ MH 7 % / :

—

/ / cau |[FH

\__ EX. CONCRETE WALK

XTX

E EE Ecgl — : —— E — E 7‘71 I E)%

EX./INLET

m
m
[ug)
@]
X
)
6 Bk
m
m
N
[
Z
me
m‘ C;g
|
ne
C
<

7
9

o)
AN
PARKING LOT m
w
S

e L /|
/ / fc’ d"‘>\ // r /
4

5
QA
/ %
/ %, /
<

N\

X

N
EX. CONS..WALK

EXASPHALT

EX. ASPHALT
jARKING LOT —
Q»(

m
x
6z
<
m
_|

EX.SD © |
MH

—
]
lw)

BOLLARD
| HOLDERS

©
@ N

EX.
BOLLARD
HOLDERS

o]
~ %T METAL-FENCE
~~ —_
O
\

/
/ S\ § Jf
S N & e

< &
/ 7 e SD/ / , // R q%%",z% %, *° /
/ %

/9 P

X

2

X. CONC.

J

EX. CONCRETE WALK

FISHER HOUSE

2-STORY BRICK

/

VAULT

/ " / / a M / o K
o2 4 . y o/ , 7J/

=
4 —

9
/L #SIGN — —%
E A

/" EX. CONCRETE WALK ©

NC.C. &G.

C
EX. UNDERGROUND ELEC74'RIC. < /

EXISTI%G LOCATION FRO
DRAWINGS DATED 4-8-11..
CONTRACTOR SHALL TEST PIT
FOR DEPTH AND LOCATION

/
[e)}
|:> ;C\’)

W W
/ E;./(s" WATER

/// /

g
g

CONC,C. &

EX. CONC. WALK

SCREENING
WALL

& 1
k

g CONC. WALK

—

e pd o

/é.\. /E’_#

J LIGHT
/' FLAGPOLE O

0 EXISTING CONDITIONS PLAN

SCALE: 1" = 30’

BUILDING NO. 1

SURVEY CONTROL

NORTHING

EASTING

ELEV DECRIPTION

460424.64

1309333.41

200.44 REBAR W/CAP

460117.73

1309299.14

204.16 REBAR W/CAP

460162.27

1308832.35

189.71 REBAR W/CAP

AlwW|IN|R][H

460598.98

1308883.33

182.49 REBAR W/CAP

N/

.

/ N\

X
<
O

m e 3 O
®

DE o4 d of

4
b

0{}@%@ Xz©@ dF

LEGEND

EX.
EX.
EX.
EX.
EX.

EX.
EX.

EX.

EX.
EX.
EX.
EX.
EX.
EX.
EX.
EX.
EX.
EX.
EX.
EX.
EX.
EX.
EX.
EX.
EX.
EX.

SURVEY CONTROL
SECURITY CAMERA
ROOF DRAIN
BOLLARD
SPRINKLER HEAD
BOLLARD LIGHT
GROUND LIGHT
FIRE HYDRANT
WATER MANHOLE
DROP INLET
CATCH BASIN
STORM MANHOLE
UTILITY POLE
LIGHT POLE
ELECTRIC MANHOLE
HANDHOLE
TELEPHONE PED
TRANSFORMER
ELEC BOX

POWER POLE
SEWER MANHOLE
WATER VALVE
DROP INLET
CATCH BASIN
STORM MANHOLE
LIGHT POLE

TREE SYMBOLS (TYP.)

PROPERTY LINE

one quarter inch

ss ss ss EX. SEWER
) SD SD EX. STORM
— W w w —  EX. WATER
GRAPHIC SCALE — E E — EX. UNDERGROUND ELECTRIC

30 0 15 30 60 120

e e ey ——

one foot

one eighth inch

16

M:\2014\27145088\Drawings\02_CD1.0—EX COND PLAN.dwg 2-10-15 06:14:34 PM

( IN FEET )

1 inch = 30 ft.

CONSULTANTS: SEAL: ARCHITECT/ENGINEERS: Pl VA ME povii Office of
EXISTING CONDITIONS PLAN VA MEDICAL CENTER
ARCHITECT PARKING CONSULTANT COST ESTIMATOR Melville Thomas Architects, Inc. ——G— ks EXPAND VISITOR/PATIENT Building Number Construction
Melville Thomas Architects, Inc. Timothy Haahs & Associates, Inc. DMS Construction Consulting Services, Inc. ARCHITECTURE & PLANNING P _— - agugs
ey G——
600 Wyndhurst Avenue, Suite 315 550 Township Line Road, Suite 100 5550 Sterrett Place, Suite 300 [ .. Szf;\lf\:jg:s PARKING GAHAGE PHASE 1 and FaCIIItIeS
4 100Z Submission 2/16/15 Baltimore, MD 21210 Blue Bell, PA 19422 Columbia, MD 21044 v e —— C ONSTRUCTION MANAGERS Approved: Project Director Location Drawing Number Man aagem ent
3 95% Submission 8/28/14 STRUCTURAL ENGINEER MEP ENGINEER CIVIL ENGINEER k 936 RipGEBROOK RoAD 50 IRVING ST. NW. WASHINGTON, D.C. g
imo aahs & Associates, Inc. nfrastructure, Inc. echnologies, Inc. Searks, MD 21152
2 65% Submission 7 || e N o KCI i, Dele credea |pram || CD1.0
1 357 Submission 4/15/14 Blue Bell, PA 19422 Medford, NY 11763 Sparks, MD 21152 600 Wynd.r:'irfoj:é'ﬁg 3:313237;19’4 D210 TECHNOLOGIES www.kel.com 02/16/2015 RLB CTB \L; etpa rtm ex:fo.f
Revisions: Date Vrww.mlarx.com T T Dwg. 02 of 89 eterans Anairs
VA FORM 08-6231
3 4 5 6 7 8 9 |




one foot

three inches

one foot

one and one half inches

one foot

one inch

one foot

three quarters inch
6”

one foot

one half inch

one foot

three eighths inch
craig.blymiller

one foot

one quarter inch

16

one foot

M:\2014\27145088\Drawings\03_CD1.1—-DEMOLITION PLAN.dwg 2-11-15 08:03:41 AM

one eighth inch

GENERAL NOTES

SHOWN HEREON BEFORE STARTING ANY WORK ON THESE PLANS. CONTRACTOR
SHALL BE FULLY RESPONSIBLE FOR THE COST OF ANY AND ALL DAMAGES
WHICH OCCUR AS A RESULT OF A FAILURE TO EXACTLY LOCATED AND
PRESERVE ANY AND ALL EXISTING UTILITIES TO REMAIN.

EX. CATCH BASIN
EX. STORM MANHOLE
EX. LIGHT POLE

TREE SYMBOLS (TYP.)
— ——o— PROPERTY LINE
SS SS SS EX. SEWER
N SD ) SD EX. STORM
— W w ——  EX.WATER
0 BIAELEN!O—?I;ITION PLAN — E E —— EX.UNDERGROUND ELECTRIC

APPROXIMATE LIMITS OF MILL
AND OVERLAY

APPROXIMATE LIMITS OF
SIDEWALK, CURB AND GUTTER
TO BE REMOVED

30. TEMPORARY CONSTRUCTION FENCING SHALL REMAIN IN PLACE UNTIL THE
COMPLETION OF THE PROJECT.

1. THE SITE SHOWN HEREON IS PART OF PARCEL 121/27 AS SHOWN ON ASSESSMENT AND DEDUCT ALTERNATES (ALT.)
TAXATION PLAT #3457-X RECORDED AMONG THE RECORDS OF OFFICE OF THE SURVEYOR
OF THE DISTRICT OF COLUMBIA DEDUCT ALT. #1 - PERFORATED METAL SCREEN WALLS
BASE: Perforated metal screen with accent lighting as shown on

2. BOUNDARY INFORMATION SHOWN HEREON WAS OBTAINED FROM OFFICIAL DISTRICT these drawings.

RECORDS AND VERIFIED IN THE FIELD IN SO FAR AS POSSIBLE. PROPERTY LINE DEDUCT: Delete perforated metal screen and supporting
DIMENSIONS FROM OFFICIAL RECORDS MAY NOT NECESSARILY AGREE WITH ACTUAL structure as shown on Drawing(s) 05/A2.1 and 03/A2.2, delete
MEASURED DIMENSIONS. ALL PROPERTY LINES IN THE DISTRICT OF COLUMBIA accent lighting as shown on Drawing(s) 01/A2.4, 02/A2.4, 11/A5.2
ARE SUBJECT TO CORRECTION BY THE OFFICE OF THE SURVEYOR. A FULL BOUNDARY and 02/E1 4

SURVEY FOR THE TRACT LINES OF PARCEL 121/27 WAS NOT PERFORMED. o

3. HORIZONTAL DATUM FOR THIS SURVEY, INCLUDING COORDINATES AND BEARINGS THAT MAY DEDUCTALT. #2 - ELEVATOR LOBBY UPGRADES
BE SHOWN, IS REFERENCED TO THE GRID MERIDIAN ESTABLISHED IN THE MARYLAND BASE: Elevator finishes as shown on the drawings.
COORDINATE SYSTEM NAD83(2011) AND OBTAINED FROM GPS SURVEY REFERENCED DEDUCT: Delete exposed aggregate finish on concrete floor as
TO THE LEICA SMARTNET (RTK/RTN) NETWORK. shown in Drawing(s) 01/A3.1, 01/A3.2, 04/A5.2 and 05/A5.2 and

substitute smooth trowel finish, delete suspended metal ceilings

4. ELEVATIONS AND CONTOURS SHOWN HEREON ARE BASED IN THE NORTH AMERICAN DATUM as shown on Drawing(s) A4.1 and A4.2, provide substitute light
(WITH APPROPRIATE CONVERSIONS) TO DC BENCHMARKS AND OTHER ONSITE CONTROL BY and A4.2.

OTHERS FOUND.

5. INDICATIONS OF UTILITY SERVICES SHOWN HEREON ARE BY ABOVE GROUND EVIDENCE ? £y SD 5% SD ngDg_CAT"AtT' #3; Sr']TE 'MPF;?VdEMENTS
ONLY. NO UNDERGROUND DESIGNATION WAS PERFORMED FOR THIS SURVEY. PROVIDED — : < \ e - s Nk S N : —EX SD - - All site work shown on Ihe drawings. .

PLANS WERE USED TO CONNECT SOME STORM AND SANITARY SEWER SYSTEMS. - -~ SD - &——® $D sD——— gp SD - -~ SD —— SD - - SD——@®—\SD—&— SD SD ——x SD SD ——— SD ~ 8D SD —®— SD ——< SD — SD SD < SD SD ——— SD SD—@® —— sSD—— SD &g~ SD - - DEDUCT: Provide only site work shown on the Drawing(s)
. N\ &SP N, ~EX21"RCP S EXSD % EX. 18" RCP % =X SD B . EX. 18" RCP \, ~EX.sD , 01/CS3.1 and CS3.2.
fo% ) 5

6. THIS SURVEY WAS PREPARED WITHOUT THE BENEFIT OF A TITLE REPORT WHICH MAY . N ‘97\ MH G 12 BN . Y °© % 0 BB
UNCOVER EASEMENTS OR OTHER RESTRICTIONS OF RECORD AFFECTING THE SUBJECT 3 N \ N % - IRVING STREET, N.W. B AN X 2 DEDUCT ALT. #4 - LANDSCAPE AND SITE FURNISHINGS
SITE. N 460,500 ‘bo&) N \%% 160' PER RECORD, SEE TRANSFER OF JURISDICTION PLATIN %2, N %‘) BASE: All landscape work and site furnishings shown on the

o _EX.INLET ‘ N EX. INLET SUBDIVISION BOOK 136 PAGE 54 ‘ EX. INLET ~ \ EX. INLET drawings.

7. NO INFORMATION FOR AN ESTABLISHED RIGHT OF WAY FOR 1ST STREET ALONG THE % = o = - (O] o oA ) — —  p O —e—— S B — 0] - DEDUCT: Provide only the landscape work and site furnishings

WESTERN BOUNDARY WAS FOUND. 3 ® e o EX. CONCRETE WALK - - : N . shown on Drawing(s) 01/LP7.0 and LP7.1.
= a UTRANS. A o - - — S — — - ] = 192,

8.  THE CONTRACTOR SHALL NOTIFY "MISS UTILITY" 1-800-257-7777 w . ) 2 e e  — — - I /(Lz?“—ﬂ VJ SN T - — — T 193 - DEDUCT ALT. 5 - AUTOMATIC DOOR OPENING DEVICES
AT LEAST FIVE 5 WORKING DAYS PRIOR TO STARTING ANY WORK. (@ &=/, MANHOLE .~ 86 48T 188 — — Dypore — — __ —— T T T ) — A e VA T 5 RIN-193.79 i : :

‘\ . / / - , : 89 e AMC188.5E — — - C - — A X\ ~ N o BASE: All automatic door opening devices shown on the
: il “ fﬁ“\ ’ o /'\99/-f“r// S — o - ) el il : e — = —— - — — drawings and hardware schedule.

9. OBSTRUCTIONS SHOWN ON THIS DRAWING ARE FOR THE CONVENIENCE OF THE | . \ s ; P AQX 4192 - == o R = i\ 1 9 _ -
CONTRACTOR ONLY. KCI TECHNOLOGIES, INC. DOES NOT WARRANT OR | SIGN (: 27" / ‘ / : f , 1 493 g 89° g 224 — o /TN N, 38" DEDUCT: Provide manual door closer as specified in Spec
GUARANTEE THE CORRECTNESS OR THE COMPLETENESS OF THE INFORMATION - e T O - Sl S S a— v s— - —_— e ——— — i : - — —7’——7% — =, = T = = Section(s) 087100. Delete electrical feeds shown on Drawing(s)
GIVEN. THE CONTRACTOR MUST VERIFY ALL SUCH INFORMATION TO HIS OWN | .l\ IR A e &% / ~__—  ~ EX-METALFENCE e A | 38../‘ ‘ ‘ T ~ : ) EX. METAL FENCE/“{ OL/E2.1, OL/E2.4 and 02/E2.4.

SATISFACTION. IN THE EVENT THAT INFORMATION IS IN CONFLICT WITH INFORMATION N k e , ) { \\}Nﬂ - / - (

OUTLINED, THE CONTRACTOR SHALL IMMEDIATELY BRING IT TO THE ATTENTION OF ‘ ‘ ;- - / X o , pd / ) - Ex S EX. HEDGES TO BE 7 DEDUCT ALT. #6 - CARD READERS

THE ARCHITECT PRIOR TO STARTING ANY WORK. [t = : SPRINKLEPB/ P . _— ’ p % scio  MH L REMOVED ) BASE: All card readers shown on the drawings and hardware
I || | HEAD(TYP) o & 2 2 y & ;& ' 3 e, — T15'REP T AG schedule

10. CONTRACTOR SHALL VERIFY LOCATION AND ELEVATION OF EXISTING UTILITIES SHOWN T / o T BOLLARD DEDUCT: Provid | door locks/latch ed
HEREON BEFORE STARTING ANY WORK ON THESE PLANS. CONTRACTOR AGREES TO IR . S | v + 7 - TTOvICe manual doof focksaienes as spectiied in
BE FULLY RESPONSIBLE FOR THE COST OF ANY AND ALL DAMAGES WHICH OCCUR i | | ( | . —”' =~ WAL Spec Section(s) 087100. Delete electrical feeds shown on
AS A RESULT OF A FAILURE TO EXACTLY LOCATE AND PRESERVE ANY AND ALL 7 Col | L AR o Drawing(s) 02/E2.2, 01/E2.4 and 02/E3.2.

EXISTING UTILITIES TO REMAIN. | A N | e d ) EXC N
| \ @ ] <;t EX.INLETy \_BRICK ) DEDUCT ALT. #7 - BARRIER CABLE SYSTEM
11.  ALL WORK SHALL BE ACCOMPLISHED IN ACCORDANCE WITH THE CONTRACT e | (4) 5" SCH. 80 EXISTING o ﬁ SR B S (P R f - - BASE: Barrier cable system as shown on the drawings.
DOCUMENTS. x C % I COMMUNICATION N / DEDUCT: Delete barrier cables at exterior openings as shown
\ £ \ e DUCT BANK 3 ] |, EX.INLET \«/ , : on Drawing(s) A2.1, A2.2 and 06/A2.4.
12. CONTRACTOR SHALL ADJUST ALL FRAMES, GRATES AND COVERS OF ALL EXISTING | - Ex 27rep || LEXSD L L) e . A =00 T e ) <
' RV 8 | : 5 7‘ SECURITY GATES
| | T o PARKING STRUCTURE > f s SECURNYGATES
13. THE CONTRACTOR SHALL MAINTAIN POSITIVE DRAINAGE AWAY FROM STRUCTURES AT | I < | 3 \ - 2 L 208 ~— — L : crash barriers, bollards, and security gates shown on
Ex. sp il CIARNEONY EX. SIDEWALK TO 327 PARKING SPACES | e INLEY =% B He drawi
ALL TIMES. Vi ki T j % BE REMOVED o EX. . - the drawings.
TT1T so I & | ex sp® W o _ DEDUCT: Delete all crash barriers, bollards, and security gates
| - T N - - K

14.  CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL EXISTING MECHANICAL AND | T g ) WH | 8 — shown on Drawing(s) 01/CS3.0, 04/LP7.1 and 05/LP7.1.
ELECTRICAL EQUIPMENT AND ACCESSORIES NOT REMOVED BY LOCAL UTILITY I @ ‘ ‘ ‘ TN 8 EX. PAVING TO HAVE S
COMPANIES, OR SPECIFIED TO BE REMOVED BY OWNER. \ | g 2 o | / MILL & OVERLAY | 12 Nl DEDUCT ALT. #9 - SITE FENCING

= ‘ ‘T 3 vy BASE: All site fencing shown on these drawings.

15.  CONTRACTOR SHALL INSTALL SEDIMENT CONTROLS PRIOR TO BEGINNING ANY = ! | 5" = DEDUCT: Delete all site fencing shown on Drawing(s) 01/CS3.0
WORK AND MAINTAIN SEDIMENT CONTROLS THROUGHOUT THE ENTIRE DURATION I o - ‘ 9 \ @ =
OF DEMOLITION AND CONSTRUCTION ACTIVITIES | 5 | & L o GENERATOR ON PAD (4) 5" SCH. 80 EXISTING S | w and 08/LP7.1

: ~ ‘ L2k i COMMUNICATION | |
O al |y \ }/ O % r3 I
i o | ‘ © - TRANSFORMER ON PAD DUCT BANK — 7 ‘

16.  ALL EXCAVATION SHALL BE BACKFILLED IN ACCORDANCE WITH THE PROJECT .z gl E\;@ ﬁ g at — - I | o | 3 DEDUCT ALT. #10 - INTERIOR GARAGE BARRIER FENCING
SPECIFICATIONS. IN THE EVENT THAT A PORTION OF A UTILITY IS TO BE I § = o S\ | 120 || | EX.INLET & Zﬂ‘ﬁ\fﬁ’% : i —- I} ‘\ 2 BASE: All cablg type bgrn.er fenC|_ng shown on the drawmgs:
REMOVED THE CONTRACTOR SHALL TERMINATE AND CAP TO THE LIMITS ‘ . <§E 5 | ; ‘ EXANLET 2 ‘JSD; | i“ “ ‘ IE: 1 f; R N~ B o DEDUCT: Provide chain link barrier fencing shown on Drawing(s)
INDICATED IN ACCORDANCE WITH ALL STATE AND LOCAL REQUIREMENTS. P Tl | T \ \ Q \6%% (M e x S2.1 and 06/S3.3.

~Z ulE NP | Y ]
17. 1T SHALL BE DISTINCTLY UNDERSTOOD THAT FAILURE TO MENTION SPECIFICALLY l f 8% E 7s %f" B — | a0 DEDUCT ALT. #11 - SECURITY CAMERAS
ANY WORK WHICH WOULD NORMALLY BE REQUIRED TO COMPLETE THIS L] < b = 9 = ol ™ 2 | BASE: Security cameras shown on the drawings
leYeo) =1 N o r S . .
PROJECT SHALL NOT RELIEVE THE CONTRACTOR OF HIS RESPONSIBILITY TO ‘ D: w g% I \ % & ‘ o © B.:J %’: SN ,L,; DEDUCT: Delete security cameras and appurtenances (conduit,
COMPLETE SUCH WORK. ~ E el'la ‘LZJ i 2" o G é FISHER HOUSE junction boxes, and power) shown on Drawing(s) E3.3, E3.4 and
- Oz z|Z llis e | = z | .2 2-STORY BRICK 02/E3.5.
18.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO NOTIFY THE I & el3 ‘ ol B | V482 / on I3
ENGINEER OF ANY DEVIATION FROM THIS PLAN PRIOR TO ANY CHANGE BEING D < S, "o ol & CoCL “FH% /;{ H‘; | / ——
MADE. ANY DEVIATION FROM THIS PLAN WITHOUT WRITTEN AUTHORIZATION X0 i Z » i @ o I nyy 5 DEDUCT ALT. #12 - LED LIGHTING
FROM THE ENGINEER WILL BE THE RESPONSIBILITY OF THE CONTRACTOR. I SN2 < o “" ‘ tx (@ | 7t— = @ | BASE: LED lighting as shown on the drawings.
Il 2 T £ N s S ‘ q’éx INL S DEDUCT: Provide substitute light fixtures as shown on fixture

19.  SHOULD THE CONTRACTOR DISCOVER DISCREPANCIES BETWEEN THE PLANS = © -z on - — = schedule E0.0 and as shown on Drawing(s) E1.4, E1.5 and E1.6.
AND FIELD CONDITIONS, THE ENGINEER IS TO BE NOTIFIED IMMEDIATELY TO Q o 73 L © /\ O 3 15
RESOLVE THE SITUATION. SHOULD THE CONTRACTOR MAKE FIELD CORRECTIONS 1 5 ) g | $ DEDUCT ALT. #13- SECURITY BOOTH
OR ADJUSTMENTS WITHOUT NOTIFYING THE ENGINEER, THEN THE CONTRACTOR | I . " ¢ FLAG | S BASE: Security booth as shown on the drawings.

ASSUMES ALL RESPONSIBILITY FOR THOSE CHANGES g o ap - | . EX-SLDIFJPET 0] pog Q “ POLE “ 8 DEDUCT: Delete security booth and appurtenances shown on
: L ) L ;

20. CONTRACTOR SHALL INSTALL A TEMPORARY CONSTRUCTION FENCE AROUND THE o — .\ | Drawing(s) A4.3, 02/E1.4, 03/E2.2 and 01/E2.3.
CONSTRUCTION AREA WHILE MAINTAINING ACCESS TO THE ADJACENT PUBLIC | \% EEM%C{/"IIE% géUFLI[LTE%BE > ® e
SIDEWALKS AND DRIVEWAYS. o WITH FLOWABLE FILL I , SOowy) DEDUCTALT. #14 - PARKING TIERS .

&) et EX CONC , e ) B |l BASE: 2-1/2 new tiers as shown on the drawings.

21. CONTRACTOR SHALL SECURE THE CONSTRUCTION AREA AT THE END OF EACH Ell "VAULT — EX CONCRETEWALK 7 o e N TE ® . | — DEDUCT: Delete 1/2 tier connecting ramp as shown on
WORKING DAY AND WILL INSPECT THE SECURITY FENCING TO INSURE ITS H‘ -~ e O  CONGRETE 7EX X 7 XXﬁX Gy ex b W I_I — NG Drawing(s) 02/AL.2, 02/AL6, A2.1, A2.2, OL/SL.5, 02/ML.3,
INTEGRITY. FOLDERS il FOLDERS Il X‘X #X AAS 7X i PEEES N MH Py iR ——= WALL 02/P1.3, 03/FP1.3, 02/E1.6, 02/E2.4 and 02/E3.4.

‘ = _|©!

22.  ALL CONSTRUCTION DEBRIS WILL BE REMOVED FROM THE SITE AND TAKEN TO ‘ 79 - — EX. UNDERGROUND ELECTRIC. S /O w o

AN APPROVED, PERMITTED DISPOSAL FACILITY. NO RUBBLE IS TO BE LEFT ON HI Z / - SRAWINGS DATED A1 | EX HEDGE TO BE E)EMF(I)E\';IEC[E TOBE E ] EX INLET—= '
SITE. EX.PORTION OF CONTRACTOR SHALL TEST PIT__~ | > v '
PAVING, CONC. FOR DEPTH AND LOCATION /(0 5 5 REMOVED - af v m

23, CONTRACTOR SHALL INSPECT AND TAKE PICTURES OF ADJACENT BUILDING WALLS H‘ DLK, CURS AND 4 S S L F of =71 EX. SURVEY CONTROL
PRIOR TO THE COMMENCEMENT OF ANY DEMOLITION ON THE SITE. EXISTING REMOVED TO THE % o ~ CONC.C.&G. i o oD o T o EX SECURITY CAMERA
WALL CRACKS (IF ANY) WILL BE NOTED. _ NEAREST JOINT . N e 5 =1 N W/ EX. 16" WATER ) - )} N\ - Ex. ROOF DRAIN

P \ N ) — g

24.  CONTRACTOR SHALL CONTINUALLY MONITOR THE WALLS OF THE ADJACENT 2 | | = WATER e T / g i E); 22;'[355% HEAD
BUILDINGS FOR ANY SIGNS OF STRUCTURAL DISTRESS. IF ANY DISTRESS IS S EX HEDGE TO BE SAWCUT EX. EX. FENCE TO BE @ Q < N , / 3 ] ° EX. BOLLARD LIGHT
NOTED, CONTRACTOR SHALL STOP WORK IMMEDIATELY AND NOTIFY OWNER. - REMOVED PAVING REMOVED ,/ | "~ | EX/SSMH N/ 7 - — T - — 1 '

" | - : 5 o lw » e 1T - EX. GROUND LIGHT

25.  CONTRACTOR SHALL NOT EXPOSE, UNDERMINE, OR IMPACT THE ZONE OF N 460,100 H‘ s | /@Q 9, o) ¢® 2 /o Naodoo] EX. FIRE HYDRANT
INFLUENCE FOR FOOTINGS AND FOUNDATIONS OF ADJACENT BUILDINGS. A 74 o @ @ @ / ' % Y/ S/ A S S @ EX. WATER MANHOLE
CONTRACTOR WILL BE RESPONSIBLE FOR THE COST TO REPAIR ADJACENT | H‘ 5 E - /E — l B/ — —F BT f/’E S e F T ETN) | 4 E® EX. DROP INLET
BUILDINGS THAT ARE DAMAGED DUE TO HIS OPERATION. S P g o / 2P / | . S (T EX. CATCH BASIN

7 ; | ) & / ¥ . £ © EX. STORM MANHOLE

26. CONTRACTOR SHALL PROVIDE THE NECESSARY MEANS TO CONTROL DUST AND " ° / @ ) ) v ) N av 1% H s | ! & Qs EX. UTILITY POLE
MAINTAIN DISTRICT OF COLUMBIA AIR QUALITY STANDARDS DURING THE DEMOLITION | ql \ - D - 3 S ‘ / | ((VVO A K~ / T EX_LIGHT POLE
AND REMOVAL OF BUILDING DEBRIS AND THE NEW CONSTRUCTION. | |l b W N OYEAUL / v _ @ # 1 SV D VETERAN ® EX. ELECTRIC MANHOLE

! | ¢ / | e s f",// % // /& A - .
| | o 2 NN 9 @ ) @ / ) LIGHT T / vé‘ e - AFFAIRS EX. HANDHOLE
27. SS\D:LZAF(Z:ETSARINSIFILA&LL SAWCUT EXISTING PAVING TO MINIMIZE DAMAGE TO EXISTING g K N / S - ) & J ELAGPOLE N Yz | Ay S A MEDICAL EX. TELEPHONE PED
. | A ) | . 7 / .
I I / e f S\ & | , ' o/ ) BUILDING NO. 1 - EX. TRANSFORMER
- — — —= 1 ! . —7 — - - - ,/ "/ .
28.  CONTRACTOR SHALL REMOVE EXISTING CURBS & CONCRETE WALKS TO THE EX._ PORTION OF CONC i e~ P L/ | S / SR SR & ' S EX. POWER POLE
> . . o N — = | - ‘ / 2 7 ol . ~ -
NEAREST JOINT. NO PATCHING WILL BE PERMITTED. " | CURB AND GUTTER TO BE Ny s = S [TON T so—— 87 S0 ——{(SD——— SD 28— |0 —— 5@ EX. SEWER MANHOLE
REMOVED TO THE AVERS P . N N U b—4 o % EX. WATER VALVE
29.  CONTRACTOR SHALL VERIFY LOCATION AND ELEVATION OF EXISTING UTILITIES Il NEAREST JOINT EX DROP INLET
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1. THE SITE SHOWN HEREON IS PART OF PARCEL 121/27 AS SHOWN ON ASSESSMENT AND
TAXATION PLAT #3457-X RECORDED AMONG THE RECORDS OF OFFICE OF THE SURVEYOR
OF THE DISTRICT OF COLUMBIA
2, BOUNDARY INFORMATION SHOWN HEREON WAS OBTAINED FROM OFFICIAL DISTRICT
RECORDS AND VERIFIED IN THE FIELD IN SO FAR AS POSSIBLE. PROPERTY LINE
DIMENSIONS FROM OFFICIAL RECORDS MAY NOT NECESSARILY AGREE WITH ACTUAL
MEASURED DIMENSIONS. ALL PROPERTY LINES IN THE DISTRICT OF COLUMBIA
ARE SUBJECT TO CORRECTION BY THE OFFICE OF THE SURVEYOR. A FULL BOUNDARY
- SURVEY FOR THE TRACT LINES OF PARCEL 121/27 WAS NOT PERFORMED.
O .
o C 3. HORIZONTAL DATUM FOR THIS SURVEY, INCLUDING COORDINATES AND BEARINGS THAT MAY
< BE SHOWN, IS REFERENCED TO THE GRID MERIDIAN ESTABLISHED IN THE MARYLAND
) COORDINATE SYSTEM NAD83(2011) AND OBTAINED FROM GPS SURVEY REFERENCED
. TO THE LEICA SMARTNET (RTK/RTN) NETWORK.
o
e 4. ELEVATIONS AND CONTOURS SHOWN HEREON ARE BASED IN THE NORTH AMERICAN DATUM
= OF 1988 (NAVDS88) AS AS ESTABLISHED BY GPS SURVEY AND VERIFIED IN THE FIELD
o (WITH APPROPRIATE CONVERSIONS) TO DC BENCHMARKS AND OTHER ONSITE CONTROL BY
< OTHERS FOUND.
5, INDICATIONS OF UTILITY SERVICES SHOWN HEREON ARE BY ABOVE GROUND EVIDENCE % ® o b o b
- ONLY. NO UNDERGROUND DESIGNATION WAS PERFORMED FOR THIS SURVEY. PROVIDED N ~ “MH < MH N " EX.SD.
PLANS WERE USED TO CONNECT SOME STORM AND SANITARY SEWER SYSTEMS. —— 8 : — Sb—— SD— SO & —\sD——@ ~ SD ——— SD——_SD SD ——— SD —— D SD —@— SD——< SD @& —— SD SD —— SD SD ———— D SO ——® —— Sb—— SD &y~ SO
kS ) ) EX.SD N Q . EX. 18" RCP \*?9 EX. SD \ \ - EX. 18" RCP . EX.SD
e} Z &, i MH AN [\ P
& MH % o = 7 )
= 6 THIS SURVEY WAS PREPARED WITHOUT THE BENEFIT OF A TITLE REPORT WHICH MAY \ % e 12 . \ ®
o UNCOVER EASEMENTS OR OTHER RESTRICTIONS OF RECORD AFFECTING THE SUBJECT %, o N N IRVING S TREET, N.W. . \{p,,\
© SITE. N 460,500 \ \\%‘@O 160' PER RECORD, SEE TRANSFER OF JURISDICTION PLAT IN %,
I S \ EX. INLET ~SUBDIVISION BOOK 136 PAGE 54 R EX. TNLET EX. INLET
2 7. NO INFORMATION FOR AN ESTABLISHED RIGHT OF WAY FOR 1ST STREET ALONG THE =] — —_— — ———{p——
£ WESTERN BOUNDARY WAS FOUND. g ) ~ EX. CONCRETE WALK : | |
£ - UTRANS. 44— — _— - = ,
- 8. THE CONTRACTOR SHALL NOTIFY "MISS UTILITY" 1-800-257-7777 L o J /] . Pt - = = - — ,, — — , — — T S B o
2 AT LEAST FIVE 5 WORKING DAYS PRIOR TO STARTING ANY WORK. AN Y/ BT a8t T e e — — AT — A e T — SR i L e RIV-193.79
o | |/ T e — e T K T 4 —" =X S —AE T
S %o 9. OBSTRUCTIONS SHOWN ON THIS DRAWING ARE FOR THE CONVENIENCE OF THE K AR ;«K\g T 402 — A - ) - - — b =
- CONTRACTOR ONLY. KCI TECHNOLOGIES, INC. DOES NOT WARRANT OR [ f - - 40 24 - A s goestemy A ANSAE Y I eV
5 GUARANTEE THE CORRECTNESS OR THE COMPLETENESS OF THE INFORMATION - — — — — = = ——— Weme—x7—= = — TOW——— ' —— Y\E ‘ — : . — —— ,7 — —mm—— . — — —
. GIVEN. THE CONTRACTOR MUST VERIFY ALL SUCH INFORMATION TO HIS OWN ——  ~ EX_METALFENCE / \ \V ag « : ¥ : ' E Y
c SATISFACTION. IN THE EVENT THAT INFORMATION IS IN CONFLICT WITH INFORMATION A - B \ww/ -
OUTLINED, THE CONTRACTOR SHALL IMMEDIATELY BRING IT TO THE ATTENTION OF T LIMIT OF WORK— MIT OF
R THE ARCHITECT PRIOR TO STARTING ANY WORK. ] P < s | WORK [
10.  CONTRACTOR SHALL VERIFY LOCATION AND ELEVATION OF EXISTING UTILITIES SHOWN ! BOLLARD HEdGE Eo
HEREON BEFORE STARTING ANY WORK ON THESE PLANS. CONTRACTOR AGREES TO H%E)T — U 3 s
BE FULLY RESPONSIBLE FOR THE COST OF ANY AND ALL DAMAGES WHICH OCCUR | s cone 7~ N\ T _WAK
AS A RESULT OF A FAILURE TO EXACTLY LOCATE AND PRESERVE ANY AND ALL L WALK ™| j ‘3 L e
EXISTING UTILITIES TO REMAIN. —— \ ) e H
. |E E E
11.  ALL WORK SHALL BE ACCOMPLISHED IN ACCORDANCE WITH THE CONTRACT (4) 5" SCH. 80 EXISTING )
DOCUMENTS. COMMUNICATION I~ . J
8 EXISTING MULTILEVEL BUCT BANK . g/ S
2 12. CONTRACTOR SHALL ADJUST ALL FRAMES, GRATES AND COVERS OF ALL EXISTING Py O [T i
0 UTILITIES WITHIN THE LIMITS OF THE CONTRACT TO THE PROPOSED GRADES AS PARKI N G STRU CTU RE LIMIT OF I~ 2Ry |
5 o REQUIRED. DISTURBANCE s [~ | —7 BIO POND x
! TO BE EXPANDED BY ‘ g |
. 13.  THE CONTRACTOR SHALL MAINTAIN POSITIVE DRAINAGE AWAY FROM STRUCTURES AT r B R
< ” ALLTIVES. 2 1/2 LEVELS )
= 5 LIMIT OF DISTURBANCE _
£ 14.  CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL EXISTING MECHANICAL AND | ~— 1P e e
ELECTRICAL EQUIPMENT AND ACCESSORIES NOT REMOVED BY LOCAL UTILITY 1 EX. INLET |© 3
COMPANIES, OR SPECIFIED TO BE REMOVED BY OWNER. | gy CONSTRUCTION N
: FENCE S .
15.  CONTRACTOR SHALL INSTALL SEDIMENT CONTROLS PRIOR TO BEGINNING ANY = = CONSTRUCTION STAGING NOTES:
WORK AND MAINTAIN SEDIMENT CONTROLS THROUGHOUT THE ENTIRE DURATION 9 \ = | ‘3 (4) 5" SCH. 80 EXISTING = ACCESS GATE TO REMAIN OPEN DURING CONSTRUCTION.
OF DEMOLITION AND CONSTRUCTION ACTIVITIES. 3 Il | \MIT OF z[ o - GENERATOR ON PAD COMMUNICATION Jw
=~ hd % ]a_(\ WORK \ 9 O % - TRANSFORMER ON PAD DUCT BANK—_ v\‘ Y THE CONTRACTOR SHALL PROVIDE ADDITIONAL SIGNAGE
ke 16.  ALL EXCAVATION SHALL BE BACKFILLED IN ACCORDANCE WITH THE PROJECT P ol o 75 -1l ¢ 1R _ ‘ \ S AND PEDESTRIAN WAY FINDING AS REQUESTED BY THE
N SPECIFICATIONS. IN THE EVENT THAT A PORTION OF A UTILITY IS TO BE S E 2l Il 6\ 12 Q | S Th—G—— - K VETERANS AFFAIRS CONTRACTING OFFICER OR THEIR
£ REMOVED THE CONTRACTOR SHALL TERMINATE AND CAP TO THE LIMITS : < Al e | exa er T : 3 DESIGNEE.
< \ 8] ,
| INDICATED IN ACCORDANCE WITH ALL STATE AND LOCAL REQUIREMENTS. P A (1= B @ " B o L ALL SIGNAGE SHALL CONFORM TO THE LATEST EDITION OF
~% uls S|y R — ! / THE MANUAL ON UNIFORM TRAFFIC CONTROL.
S 17.  IT SHALL BE DISTINCTLY UNDERSTOOD THAT FAILURE TO MENTION SPECIFICALLY wZ 82|a % E(L 1 | — . o v
k= ANY WORK WHICH WOULD NORMALLY BE REQUIRED TO COMPLETE THIS Wz o:zlz2 6. MR [ : - EX 12'RCP . Ix THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY
0 PROJECT SHALL NOT RELIEVE THE CONTRACTOR OF HIS RESPONSIBILITY TO = g9 ) 5 < TEMPORARY UTILITY SERVICES REQUIRED FOR TRAILERS,
: Ky 2313 t ~ ?ANE LOCATION FOR ERECTION 3
Lo COMPLETE SUCH WORK. ~o =zglo0o | X ¥ X o | FISHER HOUSE ETC. WITHIN THE STAGING AREA. PORT-A-JOHNS ARE ALSO
5 = sliir= > )2 S Y. o) THE RESPONSIBILITY OF THE CONTRACTOR.
S Vo e 18 al | A - EX. 6" W f 4 1l 2-STORY BRICK
S 18.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO NOTIFY THE 9 SLERS O ] / | Rv ‘ oM
o © ENGINEER OF ANY DEVIATION FROM THIS PLAN PRIOR TO ANY CHANGE BEING o x S,z & 5 o 5 cALL RGROLNM : / ( E P | % M N ;?E Gci(l\)lgTRAI\EirSOI\FIQE?Eg%L[)L 'I(':I—?ROORUDGIIN—%TUETV(\égKI' STT|—|REU\(/:AT I%NN Alll_é
£ MADE. ANY DEVIATION FROM THIS PLAN WITHOUT WRITTEN AUTHORIZATION 26 il i D | P ) 2 PR E — " N , [ ]J_ s — ADDITIONAL PARKING AREAS SHALL BE USED WITHOUT
+ FROM THE ENGINEER WILL BE THE RESPONSIBILITY OF THE CONTRACTOR. T sz || | ‘as e : F— / ~ T , | Ho5- w0\ SPECIFIC PRIOR APPROVAL FROM THE VA.
5 I oy S | — — e —c— — T
19.  SHOULD THE CONTRACTOR DISCOVER DISCREPANCIES BETWEEN THE PLANS = o S ‘; “Z 2" To ’ n , I - ACCESS ROUTES FOR CONSTRUCTION TRAFFIC SHALL BE
AND FIELD CONDITIONS, THE ENGINEER IS TO BE NOTIFIED IMMEDIATELY TO ® o 75 Zll |w @ DE \ /R ’ ‘ i ‘ i = COORDINATED AND APPROVED BY THE VA PRIOR TO
RESOLVE THE SITUATION. SHOULD THE CONTRACTOR MAKE FIELD CORRECTIONS RN o 2 014 7% | < CONSTRUCTION.
< OR ADJUSTMENTS WITHOUT NOTIFYING THE ENGINEER, THEN THE CONTRACTOR |‘ q (i S, / Wn STAG I N G AREA FO PRt EALT X
ASSUMES ALL RESPONSIBILITY FOR THOSE CHANGES o | EXINLET |5 .2/ \ | Z ALL MATERIALS TO BE STORED WITHIN THE CONSTRUCTION
© ex.sp ol so o x S FENCE. CONSTRUCTION FENCE TO COMPLY WITH VA
20. CONTRACTOR SHALL INSTALL A TEMPORARY CONSTRUCTION FENCE AROUND THE S MH P R E CAST P I E C E S % STANDARDS AND SPECIFICATIONS, SPECIFICALLY SECTION
: s | & 010000, GENERAL REQUIREMENTS.
3 CONSTRUCTION AREA WHILE MAINTAINING ACCESS TO THE ADJACENT PUBLIC o) % L=
R SIDEWALKS AND DRIVEWAYS. g N ; | ) Al
X S |
= — *J—JJ — \|
5 21.  CONTRACTOR SHALL SECURE THE CONSTRUCTION AREA AT THE END OF EACH _ \ o GE’?&W —ONCBELEWALK £ e
I WORKING DAY AND WILL INSPECT THE SECURITY FENCING TO INSURE ITS EX. Qi WV L
INTEGRITY BOLLARD BOLLARD Nl — 54 - SCREENING
< ' HOLDERS ‘H NOLDERS \\ = o ,,,,E,),(,.rlr[\!!_iET —  WALL
= 22, ALL CONSTRUCTION DEBRIS WILL BE REMOVED FROM THE SITE AND TAKEN TO L| 790 — EX UNDERGROUND ELECTRIC. Pl / w EX. HEDGES =
T o AN APPROVED, PERMITTED DISPOSAL FACILITY. NO RUBBLE IS TO BE LEFT ON ) DRAWINGS DATED 4-8-11/ | EX. INLET= LEGEND
< CONTRACTOR SHALL TESTPIT 7 \ —~
2 SE FOR DEPTH AND LOCATION = / «© Y% 2 , CONSTRUCTION A EX. SURVEY CONTROL
o 23.  CONTRACTOR SHALL INSPECT AND TAKE PICTURES OF ADJACENT BUILDING WALLS o z = o . FENCE scb EX. SECURITY CAMERA
PRIOR TO THE COMMENCEMENT OF ANY DEMOLITION ON THE SITE. EXISTING Q> S R o " EX. ROOF DRAIN
WALL CRACKS (IF ANY) WILL BE NOTED. — e — — — — . s/l N\ ° EX. BOLLARD
o b w W W NEXTEWATER - 7 ey N EX. SPRINKLER HEAD
24.  CONTRACTOR SHALL CONTINUALLY MONITOR THE WALLS OF THE ADJACENT § | LIMIT OF T A\ ' s T S - EX. BOLLARD LIGHT
BUILDINGS FOR ANY SIGNS OF STRUCTURAL DISTRESS. IF ANY DISTRESS IS 3 & S D . | 3 ol EX. GROUND LIGHT
NOTED, CONTRACTOR SHALL STOP WORK IMMEDIATELY AND NOTIFY OWNER. - | e ONC. C. 8. G | | EX/SSMH N/ ] . < - - EX. FIRE HYDRANT
w . = n ~ L5y — o ’
3 : “ ‘ — EX. WATER MANHOLE
3 25. CONTRACTOR SHALL NOT EXPOSE, UNDERMINE, OR IMPACT THE ZONE OF N 460,100 CONC WALK @ \ N 460,100 = EX. DROP INLET
o INFLUENCE FOR FOOTINGS AND FOUNDATIONS OF ADJACENT BUILDINGS. e B — — EX CATCH BASIN
c CONTRACTOR WILL BE RESPONSIBLE FOR THE COST TO REPAIR ADJACENT ’ > ® Ex STORM MANHOLE
| BUILDINGS THAT ARE DAMAGED DUE TO HIS OPERATION. . Ex. UTILITY POLE
5 26.  CONTRACTOR SHALL PROVIDE THE NECESSARY MEANS TO CONTROL DUST AND T & - g E'SE%TT;%LI\EA ANHOLE
£ . MAINTAIN BALTIMORE COUNTY AIR QUALITY STANDARDS DURING THE DEMOLITION | id o EX. HANDHOLE
® o AND REMOVAL OF BUILDING DEBRIS AND THE NEW CONSTRUCTION. dli N VETERAé\l Ex. TELEPHONE PED
T E [ LIGHT AFFAIR ’ '
o S| 270 CONTRACTOR SHALL SAWCUT EXISTING PAVING TO MINIMIZE DAMAGE TO EXISTING | x @ ~ MEDICAL T EX. TRANSFORMER
@ < PAVING REMAINING v EX. ELEC BOX
$© = | " | BUILDING NO. 1 a, EX. POWER POLE
v Y, | / (s)
£ S| 28.  CONTRACTOR SHALL REMOVE EXISTING CURBS & CONCRETE WALKS TO THE | Ly ——sPp | o e MO
NEAREST JOINT. NO PATCHING WILL BE PERMITTED. >t / > :
= i — | sp — & EX. DROP INLET
<C |
o | 290  CONTRACTOR SHALL VERIFY LOCATION AND ELEVATION OF EXISTING UTILITIES | . I EX. CATCH BASIN
N SHOWN HEREON BEFORE STARTING ANY WORK ON THESE PLANS. CONTRACTOR | 3 | O O EX. STORM MANHOLE
o SHALL BE FULLY RESPONSIBLE FOR THE COST OF ANY AND ALL DAMAGES f | 7NN EX. LIGHT POLE
= WHICH OCCUR AS A RESULT OF A FAILURE TO EXACTLY LOCATED AND | ,J ) TREE SYMBOLS (TYP.)
(@]
o PRESERVE ANY AND ALL EXISTING UTILITIES TO REMAIN. N _ PROPERTY LINE
o - -
kel 21 30. TEMPORARY CONSTRUCTION FENCING SHALL REMAIN IN PLACE UNTIL THE - - - EX. SEWER
I EX. STORM
v i COMPLETION OF THE PROJECT. CONSTRUCTION PHASING PLAN sD sD sD
o A — W W w —  EX.WATER
| SCALE: 1" = 30°
I o~ — E e~ EX. UNDERGROUND ELECTRIC
d—
S o LOD LOD LIMIT OF DISTURBANCE
= 3 Low Low LIMIT OF WORK
8 z CF CF CONSTRUCTION FENCE
o) o
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GENERAL NOTES

THE SITE SHOWN HEREON IS PART OF PARCEL 121/27 AS SHOWN ON ASSESSMENT AND
TAXATION PLAT #3457-X RECORDED AMONG THE RECORDS OF OFFICE OF THE SURVEYOR
OF THE DISTRICT OF COLUMBIA

DEDUCT ALTERNATES (ALT.)

DEDUCT ALT. #1 - PERFORATED METAL SCREEN WALLS

BASE: Perforated metal screen with accent lighting as shown on

2 BOUNDARY INFORMATION SHOWN HEREON WAS OBTAINED FROM OFFICIAL DISTRICT these drawings.
RECORDS AND VERIFIED IN THE FIELD IN SO FAR AS POSSIBLE. PROPERTY LINE DEDUCT: Delete perforated metal screen and supporting
MEASURED DIMENSIONS. ALL PROPERTY LINES IN THE DISTRICT OF COLUMBIA accent lighting as shown on Drawing(s) 01/A2.4, 02/A2.4, 11/A5.2
ARE SUBJECT TO CORRECTION BY THE OFFICE OF THE SURVEYOR. A FULL BOUNDARY and 02/E1.4
SURVEY FOR THE TRACT LINES OF PARCEL 121/27 WAS NOT PERFORMED. o
3. HORIZONTAL DATUM FOR THIS SURVEY, INCLUDING COORDINATES AND BEARINGS THAT MAY DEDUCT ALT. #2 - ELEVATOR LOBBY UPGRADES
BE SHOWN, IS REFERENCED TO THE GRID MERIDIAN ESTABLISHED IN THE MARYLAND BASE: Elevator finishes as shown on the drawings.
COORDINATE SYSTEM NAD83(2011) AND OBTAINED FROM GPS SURVEY REFERENCED DEDUCT: Delete exposed aggregate finish on concrete floor as
TO THE LEICA SMARTNET (RTK/RTN) NETWORK. shown in Drawing(s) 01/A3.1, 01/A3.2, 04/A5.2 and 05/A5.2 and
substitute smooth trowel finish, delete suspended metal ceilings
4. ELEVATIONS AND CONTOURS SHOWN HEREON ARE BASED IN THE NORTH AMERICAN DATUM as shown on Drawing(s) A4.1 and A4.2, provide substitute light
OF 1988 (NAVD88) AS AS ESTABLISHED BY GPS SURVEY AND VERIFIED IN THE FIELD fixtures as shown on fixture schedule E0.0 and Drawing(s) A4.1
(WITH APPROPRIATE CONVERSIONS) TO DC BENCHMARKS AND OTHER ONSITE CONTROL BY and Ad.2.
OTHERS FOUND.
5.  INDICATIONS OF UTILITY SERVICES SHOWN HEREON ARE BY ABOVE GROUND EVIDENCE DEDU_CT ALT. #3 - SITE IMPROVEMENTS
ONLY. NO UNDERGROUND DESIGNATION WAS PERFORMED FOR THIS SURVEY. PROVIDED BASE: All site work shown on the drawings. .
PLANS WERE USED TO CONNECT SOME STORM AND SANITARY SEWER SYSTEMS. DEDUCT: Provide only site work shown on the Drawing(s)
01/CS3.1 and CS3.2.
6. THIS SURVEY WAS PREPARED WITHOUT THE BENEFIT OF A TITLE REPORT WHICH MAY
UNCOVER EASEMENTS OR OTHER RESTRICTIONS OF RECORD AFFECTING THE SUBJECT DEDUCT ALT. #4 - LANDSCAPE AND SITE FURNISHINGS
SITE. /R V/NG STREET: N W BASE: All landscape work and site furnishings shown on the
N 460,500 160' PER RECORD, SEE TRANSFER OF JURISDICTION PLAT IN drawings.
7. NO INFORMATION FOR AN ESTABLISHED RIGHT OF WAY FOR 1ST STREET ALONG THE 3 SUBDIVISION BOOK 136 PAGE 54 DEDUCT: Provide only the landscape work and site furnishings
WESTERN BOUNDARY WAS FOUND. < shown on Drawing(s) 01/LP7.0 and LP7.1.
o
8. THE CONTRACTOR SHALL NOTIFY "MISS UTILITY" (1-800-257-7777) N TIE TO EXISTING
AT LEAST FIVE 5 WORKING DAYS PRIOR TO STARTING ANY WORK. W FENCE DEDUCT ALT. #5 - AUTOMATIC DOOR OPENING DEVICES
BASE: All automatic door opening devices shown on the
9. OBSTRUCTIONS SHOWN ON THIS DRAWING ARE FOR THE CONVENIENCE OF THE TIE TO EXISTING drawings and hardware schedule.
CONTRACTOR ONLY. KCI TECHNOLOGIES, INC. DOES NOT WARRANT OR GUARANTEE FENCE DEDUCT: Provide manual door closer as specified in Spec
THE CORRECTNESS OR THE COMPLETENESS OF THE INFORMATION GIVEN. THE < S 89°57'57" E Section(s) 087100. Delete electrical feeds shown on Drawing(s)
CONTRACTOR MUST VERIFY ALL SUCH INFORMATION TO HIS OWN SATISFACTION. - — — @, - - e S a———— s c—— v i s v—na gl e g Vi e B e gy = NS, = E—— ey T . — 01/E2.1, 01/E2.4 and 02/E2.4.
IN THE EVENT THAT INFORMATION IS IN CONFLICT WITH INFORMATION OUTLINED, i L (p/o EAST 774.01 IFZII?N(;EPZEI:[I)?ECORD) X |
THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE ARCHITECT PRIOR TO STARTING O DOUBLE SWING O DEDUCT ALT. #6 - CARD READERS
GATE SEE DETAIL '
ANY WORK. SHEET LP7.1 BASE: All card readers shown on the drawings and hardware
X
10. REMOVAL OF ANY SIDEWALK AND/OR CURB AND GUTTER SHALL BE TO THE NEAREST )\ 3 / . SChedmej . -
JOINT. NO PATCHING SHALL BE PERMITTED. PROP. FENCE DEDUCT: Provide manual door locks/latches as specified in
PROPOSED EEEEDTEEQ%L : Spec Section(s) 087100. Delete electrical feeds shown on
11. ADJUST TOP OF CURB GRADES TO SMOOTH TRANSITION. | ] 8(/3¥EBEEEEVSEITGA|L ' Drawing(s) 02/E2.2, 01/E2.4 and 02/E3.2.
SHEET LP7.1
12. SAWCUT EXISTING PAVING AS NEEDED TO INSTALL NEW CONSTRUCTION. | x L:f_ DEDUCT ALT. #7 - BARRIER CABLE SYSTEM
g EES%%?ER FSIIE-II\IIECI:EI':_I' o BASE: Barrier cable system as shown on the drawings.
TRANSITION TO EXISTING SURFACE. (l) %_- on Drawing(s) A2.1, A2.2 and 06/A2.4.
[n's
14. 1T SHALL BE DISTINCTLY UNDERSTOOD THAT FAILURE TO MENTION SPECIFICALLY a
ANY WORK WHICH WOULD NORMALLY BE REQUIRED TO COMPLETE THIS PROJECT & DEDUCT ALT. #8 - CRASH BARRIER, BOLLARDS AND
SHALL NOT RELIEVE THE CONTRACTOR OF HIS RESPONSIBILITY TO COMPLETE SUCH MATCH FINISH PLOOR SECURITY GATES _
WORK. | ARCHITECTURAL BASE: All crash barriers, bollards, and security gates shown on
| PROP. 6' WIDE PLANS —————_, the drawings.
15. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO NOTIFY THE ENGINEER | CONC. WALK SEE (3 DEDUCT: Delete all crash barriers, bollards, and security gates
OF ANY DEVIATION FROM THIS PLAN PRIOR TO ANY CHANGE BEING MADE. ANY DEVIATION DETAIL SHEET CS3.2 shown on Drawing(s) 01/CS3.0, 04/LP7.1 and 05/LP7.1.
FROM THIS PLAN WITHOUT WRITTEN AUTHORIZATION FROM THE ENGINEER WILL BE THE PROP. CONCRETE
RESPONSIBILITY OF THE CONTRACTOR. T gﬁggAégngTAlL L DEDUCT ALT. #9 - SITE FENCING
M CONCSTRUCTION ' MATCH EXISTING BASE: All site fencing shown on these drawings.
16. SHOULD THE CONTRACTOR DISCOVER DISCREPANCIES BETWEEN THE PLANS = o) FENCE . WAL FOR LINE DEDUCT: Delete all site fencing shown on Drawing(s) 01/CS3.0
AND FIELD CONDITIONS, THE ENGINEER IS TO BE NOTIFIED IMMEDIATELY TO = / . AND GRADE and 08/LP7 1
RESOLVE THE SITUATION. SHOULD THE CONTRACTOR MAKE FIELD CORRECTIONS = - i '
OR ADJUSTMENTS WITHOUT NOTIFYING THE ENGINEER, THEN THE CONTRACTOR 3 ,\ | W T
ASSUMES ALL RESPONSIBILITY FOR THOSE CHANGES. 2 2y e . DEDUCT ALT. #10 - INTERIOR GARAGE BARRIER FENCING
. % 8 | n . BASE: All cable type barrier fencing shown on the drawings.
17. THE CONTRACTOR SHALL NOTE THAT IN CASE OF ANY DISCREPANCY BETWEEN § = IﬁI:.I 5 . - DEDUCT: Provide chain link barrier fencing shown on Drawing(s)
THE SCALED AND FIGURED DIMENSIONS SHOWN ON THESE PLANS THE FIGURED L S | =z . S2.1 and 06/S3.3.
DIMENSIONS SHALL GOVERN. Z r W T w2
~% :-w| = b DEDUCT ALT. #11 - SECURITY CAMERAS
Zz oz | 3 -
18. PRIOR TO BEGINNING CONSTRUCTION, THE CONTRACTOR SHALL VERIFY ALL TIE-IN ELEVATIONS. H S §j w | ~ BASE: Security cameras shown on the drawings.
<5 3 DEDUCT: Delete security cameras and a tenances (conduit,
19. FILL IN STRUCTURAL AND PAVEMENT AREAS SHALL BE PLACED IN HORIZONTAL, EIGHT-INCH Ve E 82 | > O PROP. BLAST : e ansd pL; V|v Zr) Shownson Dra;?Npi:; p 3s (E on :r: .
MAXIMUM LOOSE LIFTS AND COMPACTED TO AT LEAST 95 PERCENT OF THE MODIFIED lmo 23810 STRUCTURAL PLANS ’ oS
PROCTOR MAXIMUM DRY DENSITY PER ASTM D-1557. IN AREAS TO SUPPORT FLOOR SLABS nE - | 2 FOR DETAILS = 02/E3.5,
AND PAVEMENTS THE UPPERMOST ONE FOOT (AFTER COMPACTION) SHALL BE COMPACTED 2 E3 X .
TO 98 PERCENT OF THE MAXIMUM DRY DENSITY. THE MOISTURE CONTENT OF THE FILL SHALL D x S,k . RRORLSE BOLLARDS (40) DEDUCT ALT. #12 - LED LIGHTING
BE PROPERLY CONTROLLED DURING PLACEMENT. IN BUILDING AREAS FILL SHALL EXTEND A ~ O - Z v s CENTER SEE DETAIL BASE: LED lighting as shown on the drawings.
MINIMUM OF 10 FEET BEYOND THE BUILDING LIMITS AND FILL SLOPES NO STEEPER THAN 2:1 T sl 2z z . T SHEET CS3.2 DEDUCT: Provide substitute light fixtures as shown on fixture
SHALL BE USED. SEE THE PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION. % o = . schedule E0.0 and as shown on Drawing(s) E1.4, E1.5 and E1.6.
(e} ©
[ . : .
20. ALL CONSTRUCTION SHALL BE COMPLETED IN ACCORDANCE WITH THE LATEST BALTIMORE e i é . DEDUCT ALT. #13- SECURITY BOOTH
$S;£';¥OSLA’\INL[;AS§DO[T)E'TEQ\';VSIS/ENNDOSTPEEDC'F'CAT'ONS AND ALL REVISIONS | 2 L a PROP. 42" BOLLARDS . 1{ BASE: Security booth as shown on the drawings.
' ' ~ o é\ig%i(%%ﬁs\sﬁgﬂ . DEDQCT: Delete security booth and appurtenances shown on
21. CONTRACTOR SHALL ADJUST ALL FRAMES, GRATES AND COVERS OF ALL EXISTING | LP7.1 Drawing(s) A4.3, 02/E1.4, 03/E2.2 and 01/E2.3.
UTILITIES WITHIN THE LIMITS OF THE CONTRACT TO THE PROPOSED
GRADES, AS REQUIRED. DEDUCT ALT. #14 - PARKING TIERS
BASE: 2-1/2 new tiers as shown on the drawings.
22. THE CONTRACTOR SHALL MAINTAIN POSITIVE DRAINAGE TO SWALES AND/OR DEDUCT: Delete 1/2 tier connecting ramp as shown on
STORM DRAIN SYSTEMS AT ALL TIMES. /M‘\ m Drawing(s) 02/A1.2, 02/A1.6, A2.1, A2.2, 01/S1.5, 02/M1.3,
L N B0 02/P1.3, 03/FP1.3, 02/E1.6, 02/E2.4 and 02/E3.4.
CONSTRUCTION LEGEND
PROP. SINGLE ARM FENCE
PROP. CONC. GATE SEE ELECTRICAL EX. SURVEY CONTROL
CURB PLANS FOR DETAILS EX. SECURITY CAMERA
PROP. HANDICAP PROP. CONC. MATCH EX. EX. ROOF DRAIN
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DEDUCT ALTERNATES (ALT.)

DEDUCT ALT. #1 - PERFORATED METAL SCREEN WALLS
BASE: Perforated metal screen with accent lighting as shown on
these drawings.

DEDUCT: Delete perforated metal screen and supporting
structure as shown on Drawing(s) 05/A2.1 and 03/A2.2, delete
accent lighting as shown on Drawing(s) 01/A2.4, 02/A2.4, 11/A5.2
and 02/E1.4.

DEDUCT ALT. #2 - ELEVATOR LOBBY UPGRADES
BASE: Elevator finishes as shown on the drawings.
DEDUCT: Delete exposed aggregate finish on concrete floor as
shown in Drawing(s) 01/A3.1, 01/A3.2, 04/A5.2 and 05/A5.2 and
GENERAL NOTES substitute smooth trowel finish, delete suspended metal ceilings
as shown on Drawing(s) A4.1 and A4.2, provide substitute light
1. THE SITE SHOWN HEREON IS PART OF PARCEL 121/27 AS SHOWN ON fixtures as shown on fixture schedule E0.0 and Drawing(s) A4.1
ASSESSMENT AND TAXATION PLAT #3457-X RECORDED AMONG THE RECORDS OF and A4.2.
OFFICE OF THE SURVEYOR OF THE DISTRICT OF COLUMBIA

DEDUCT ALT. #3 - SITE IMPROVEMENTS
BASE: All site work shown on the drawings.
DEDUCT: Provide only site work shown on the Drawing(s)

2. BOUNDARY INFORMATION SHOWN HEREON WAS OBTAINED FROM OFFICIAL
DISTRICT RECORDS AND VERIFIED IN THE FIELD IN SO FAR AS POSSIBLE.
PROPERTY LINE DIMENSIONS FROM OFFICIAL RECORDS MAY NOT NECESSARILY
AGREE WITH ACTUAL MEASURED DIMENSIONS. ALL PROPERTY LINES IN THE 01/CS3.1and CS3.2.
A[\)IIQSET;IJ%T]EOCIZ:TC'I'OOL LCJZh(gEQIQECTION BY THE OFFICE OF THE SURVEYOR. A FULL DEDUCT ALT. #4 - LANDSCAPE AND SITE FURNISHINGS

' IRVING STREET, N.W.

BOUNDARY SURVEY FOR THE TRACT LINES OF PARCEL 121/27 WAS NOT BASE: All landscape work and site furnishings shown on the
PERFORMED. N 460,500 160' PER RECORD, SEE TRANSFER OF JURISDICTION PLAT IN drawings.
SUBDIVISION BOOK 136 PAGE 54

DEDUCT: Provide only the landscape work and site furnishings

3. HORIZONTAL DATUM FOR THIS SURVEY, INCLUDING COORDINATES AND BEARINGS shown on Drawing(s) 01/LP7.0 and LP7.1.

THAT MAY BE SHOWN, IS REFERENCED TO THE GRID MERIDIAN ESTABLISHED IN
THE MARYLAND COORDINATE SYSTEM NAD83(2011) AND OBTAINED FROM GPS
SURVEY REFERENCED TO THE LEICA SMARTNET (RTK/RTN) NETWORK.
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DEDUCT ALT. #5 - AUTOMATIC DOOR OPENING DEVICES
BASE: All automatic door opening devices shown on the
05 \FENCE

4. ELEVATIONS AND CONTOURS SHOWN HEREON ARE BASED IN THE NORTH DETAIL LP7.1/ DETAIL gréll\;vgg_sr.agd h%rdware S(ir:]ledulei I
AMERICAN DATUM OF 1988 (NAVD88) AS AS ESTABLISHED BY GPS SURVEY AND . . Provide manual door c oser as specified in pec.:
VERIFIED IN THE FIELD (WITH APPROPRIATE CONVERSIONS) TO DC BENCHMARKS o ~ S 89°57'57" E Section(s) 087100. Delete electrical feeds shown on Drawing(s)

AND OTHER ONSITE CONTROL BY OTHERS FOUND. Y ] — = T T T T T T T T TDIOEASTTT40TLINEPERRECORD) ¥ ix WbiAlrowcE _| - - - — = 01/E2.1, 01/E2.4 and 02/E2.4.

L

© @ EE:IA'ﬁIT_ RECEPTACLE DEDUCT ALT. #6 - CARD READERS

/\_/ BASE: All card readers shown on the drawings and hardware
schedule.

DEDUCT: Provide manual door locks/latches as specified in

Spec Section(s) 087100. Delete electrical feeds shown on
/ \ Drawing(s) 02/E2.2, 01/E2.4 and 02/E3.2.

06 \DOUBLE DOUBLE 06
BASE: Barrier cable system as shown on the drawings.

DEDUCT: Delete barrier cables at exterior openings as shown

coNCRETE /8 on Drawing(s) A2.1, A2.2 and 06/A2.4.
SIDEWALK \CS32

CF=

5. INDICATIONS OF UTILITY SERVICES SHOWN HEREON ARE BY ABOVE GROUND
EVIDENCE ONLY. NO UNDERGROUND DESIGNATION WAS PERFORMED FOR THIS
SURVEY. PROVIDED PLANS WERE USED TO CONNECT SOME STORM AND
SANITARY SEWER SYSTEMS.

=XX

6. THIS SURVEY WAS PREPARED WITHOUT THE BENEFIT OF A TITLE REPORT WHICH
MAY UNCOVER EASEMENTS OR OTHER RESTRICTIONS OF RECORD AFFECTING
THE SUBJECT SITE.

{
CF

7. NO INFORMATION FOR AN ESTABLISHED RIGHT OF WAY FOR 1ST STREET ALONG
THE WESTERN BOUNDARY WAS FOUND.

CF

- PROP..6'"WALK -

% DEDUCT ALT. #8 - CRASH BARRIER, BOLLARDS AND
_____/ SECURITY GATES
BASE: All crash barriers, bollards, and security gates shown on
the drawings.

07 \6'BENCH DEDUCT: Delete all crash barriers, bollards, and security gates
@ DETAIL shown on Drawing(s) 01/CS3.0, 04/LP7.1 and 05/LP7.1.

/"8 \ 6' WIDE CONCRETE

CS3.2/ SIDEWALK
MILLNG AND /6 )

. CONSTRUCTION RESURFACING \CS3.2

FENCE
PROP. SITE WALL
SEE STRUCTURAL
PLANS FOR DETAILS
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PARKING

>

DEDUCT ALT. #9 - SITE FENCING

MATCH EX. BASE: All site fencing shown on these drawings.

WALK FOR LINE . ; ; :

AND GRADE DEDUCT: Delete all site fencing shown on Drawing(s) 01/CS3.0
and 08/LP7.1

\C F

[ VAN Ao;cq‘ssmLE ]

MAXIMUM
FINE 3500
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DEDUCT ALT. #10 - INTERIOR GARAGE BARRIER FENCING
BASE: All cable type barrier fencing shown on the drawings.
DEDUCT: Provide chain link barrier fencing shown on Drawing(s)
S2.1 and 06/S3.3.

18'

BASE: Security cameras shown on the drawings.
DEDUCT: Delete security cameras and appurtenances (conduit,

junction boxes, and power) shown on Drawing(s) E3.3, E3.4 and
02/E3.5.

1/2" SQUARE 1/2" SQUARE
GALVANIZED GALVANIZED
STEEL POST— STEEL POST—

N 00°02'03" E
(p/o NORTH 1689.81' LINE PER RECORD
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&
\9\4 DEDUCT ALT. #11 - SECURITY CAMERAS
L
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4 \ CROSSWALK DEDUCT ALT. #12 - LED LIGHTING
CS3.2 ) PAINT STRIPING BASE: LED lighting as shown on the drawings.
DEDUCT: Provide substitute light fixtures as shown on fixture
schedule EO.0 and as shown on Drawing(s) E1.4, E1.5 and E1.6.
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DEDUCT ALT. #13- SECURITY BOOTH

BASE: Security booth as shown on the drawings.

DEDUCT: Delete security booth and appurtenances shown on
Drawing(s) A4.3, 02/E1.4, 03/E2.2 and 01/E2.3.

m 36" BOLLARD DEDU.CT ALT. #14 - PARKING TIERS |
CS3.2/ DETAIL (TYP.) BASE: 2-1/2 new tiers as shown on the drawings.

DEDUCT: Delete 1/2 tier connecting ramp as shown on
Drawing(s) 02/A1.2, 02/A1.6, A2.1, A2.2, 01/S1.5, 02/M1.3,
02/P1.3, 03/FP1.3, 02/E1.6, 02/E2.4 and 02/E3.4.

429.56' TO PK NAIL FOUND ON LINE WITHIN 1ST STREET, N.W.
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